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 Gamma probes for the measurand Ḣ*(10) (ambient dose equivalent rate) 
and pulse probes for extending the measuring range of the basic unit

 For measurements at „hard-to-get-to“ places
 Telescope Probe DE for measurements from a safe distance at high dose rates 

(see separate documentation)
 Automatic probe identifi cation by the basic unit
 Connectable to the basic unit either directly or by using a probe cable up to a length of 100 m

 (standard length: 1.25 m)
 Basic unit automatically displays the detectable kind of radiation of the connected probe

Gamma probes
 The basic unit automatically takes over the probe specifi c calibration factor
 Underwater measurements up to a depth of 30 m by using the optional pressurised water protective case 
 Temperature range: -30°C up to +60°C
 Measuring size: Ḣ*(10)

Product features 

GRAETZ Probes
for dose rate meters of the X5C series
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Type Energy range Measuring range Dimensions, 
Weight

18509 CE 55 keV – 1.3 MeV 50 μSv/h – 1 Sv/h length 126 mm,
Ø 40 mm, 115 g

18529 C 70 keV – 3 MeV 200 mSv/h – 5 Sv/h length 126 mm,
Ø 40 mm, 110 g

18545 CE 40 keV – 1.3 MeV 150 nSv/h – 200 μSv/h
length 360 mm,

Ø 25/40 mm,
350 g

18550 CE 40 keV – 1.3 MeV 10 μSv/h – 20 mSv/h length 126 mm,
Ø 40 mm, 130 g

Pulse probes (also connectable to GammaTwin S)
 Probes for the detection of α-, β- and γ-contaminations
 Highly sensitive scintillation probe for the detection of β-/γ-radiation
 Glass immersion counter tube for measurements in liquids
 Indication range on the basic unit 0 – 20 kcps
 Difference between gamma and pulse probes: basic unit effects a pulse rate measurement instead 

of dose rate measurement and a summation of triggered counts instead of dose measurement
 Instead of the four dose and dose rate alarm thresholds, one pulse or pulse rate alarm threshold 

can be set on the basic unit

Type Type of
radiation Detector Background 2)

(counts/min)
Temperature 

range
Dimensions,

Weight

18526 D α, β, γ
GM tube; 

effective surface 
6,1 cm²

approx. 25 -30°C up to +60°C length 126 mm,
Ø 40 mm, 150 g

Immersion 
counter 

tube
β, γ

GM tube;
effective length 

150 mm
approx. 27 -30°C up to +60°C

length 290 mm,
Ø 50 mm, 240 g

(with beaker 275 g)

ABG170 α, β, γ
plastic scintillator; 
effective surface 

170 cm²

approx. 900 – 
1800 -10°C up to +55°C

390x125x75 mm
with handle 

790 g

NaI
scintillation
probe 2002

β, γ
NaI(Tl) scintillator; 
effective volume
70x70x13 mm

approx. 135 -20°C up to +50°C 3)
80x85x35 mm with 

200 mm handle,
530 g

2) at ambient radiation  from approx. 60 nSv/h to 100 nSv/h 3) max. temperature change 10°C/h

Fig.: X5C plus
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	 Eichfähige Gammasonden für die Äquivalentdosisleistung Ḣ*(10) und
Impulssonden zur Messbereichserweiterung des Grundgeräts
Für Messungen an schlecht zugänglichen Messorten
Teleskopsonde DE für Messungen aus sicherem Abstand bei hohen Dosisleistungen 
(siehe gesonderte Dokumentation)
Automatische Sondenerkennung durch das Grundgerät

	 Direkt oder über ein bis zu 100 m langes Sondenkabel an das Grundgerät anschließbar;
im eichfähigen Einsatz bis 30 m
Automatische Anzeige der mit der Sonde erfassbaren Strahlungsarten am Grundgerät

Eichfähige Gammasonden
	 Automatische Übernahme des sondenspezifischen Kalibrierfaktors durch das Grundgerät

Eichfähige Gammasonden können unabhängig vom Grundgerät einzeln geeicht werden
	 Unterwassermessungen bis 30 m Tiefe mit optionalem Druckwasserschutzgehäuse
	 Temperaturbereich: -30 °C bis +60 °C
	 Messgröße: Ḣ*(10)

Produkteigenschaften 

GRAETZ-Sondenprogramm
für Dosisleistungsmessgeräte der X5C-Serie

Typ Energiebereich Messbereich PTB-
Zulassung

Abmessungen,
Gewicht

18509 CE 55 keV – 1,3 MeV 50 μSv/h – 1 Sv/h 23.71/05.01 Länge 126 mm,
Ø 40 mm, 115 g

18529 CE 70 keV – 3 MeV 0,5 mSv/h – 10 Sv/h 23.71/05.02 Länge 126 mm,
Ø 40 mm, 110 g

18545 CE 40 keV – 1,3 MeV 150 nSv/h – 200 μSv/h 23.71/05.03 Länge 360 mm,
Ø 25/40 mm, 350 g

18550 CE 40 keV – 1,3 MeV 10 μSv/h – 20 mSv/h 23.71/05.04 Länge 126 mm,
Ø 40 mm, 130 g

Impulssonden (auch an das GammaTwin S anschließbar)
	 Sonden für α-, β- und γ-Kontaminationen
	 Hochempfindliche Szintillationssonde für β-/γ-Nachweis

Tauchsonde für Messungen in Flüssigkeiten
	 Anzeigebereich am Grundgerät 0 – 20 kImp/s

Entsprechend der Dosisleistungsmessung bei den Gammasonden erfolgt hier beim Grundgerät
	 eine Impulsratenmessung, statt Dosismessung eine Aufsummierung der Impulse

Statt der jeweils vier Dosis- und Dosisleistungswarnschwellen ist jeweils eine
Impuls- bzw. Impulsratenwarnung am Grundgerät einstellbar

Typ Strahlungs-
art Detektor Nulleffekt 1)

(Imp/min)
Temperatur-

bereich
Abmessungen,

Gewicht

18526 D α, β, γ
GM-Zählrohr;

effektive Fläche 
6,1 cm²

ca. 25 -30 °C bis +60 °C Länge 126 mm,
Ø 40 mm, 150 g

Tauchsonde β, γ
GM-Zählrohr;

effektive Länge 
150 mm

ca. 27 -30 °C bis +60 °C
Länge 290 mm,			
Ø 50 mm, 240 g
(mit Becher 275 g)

ABG170 α, β, γ

Plastik-
szintillator;

effektive Fläche 
170 cm²

ca. 900 – 1800 -10 °C bis +55 °C
390x125x75 mm
mit Handgriff,

790 g

NaI-
Szintillations-
sonde 2002

β, γ

NaI(Tl)-
Szintillator;
effektives 
Volumen

70x70x13 mm

ca. 135 -20 °C bis +50 °C 2)
80x85x35 mm, mit
200 mm Handgriff,

530 g

1) bei Umgebungsstrahlung von ca. 60 nSv/h bis 100 nSv/h	 2) max. Temperaturänderung 10 °C/h

Abb.: X5C plus


